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INSTALLATION OF 152A1 60-CYCLE 
INDUCTION SUPPRESSION UNIT 


1, GENERAL 


1.01 This section furnishes information for the installation 
of the 152A1 60-cycle induction suppression unit, used 
where needed to suppress inductive interference from commer 
cial power lines. The unit is an option with 128C-type teletype- 
writer subscriber sets when these are used for one-wire opera- 
tion. The unit also has other possible uses in reducing 60-cycle 
interference. 
1.02 Fig. 1 is the circuit label showing the wiring for the 
unit, which is composed of inductors and capacitors. 
1.03 The 152A1 unit is mounted in a sheet-metal cabinet on 
a removable mounting. The cabinet is particularly 
suited to space available in the ISN teletypewriter table, but may 
be mounted in or on all other teletypewriter tables where 
required. 


2. INSTALLATION INFORMATION 
2.01 Fig. 2 shows the overall size and mounting arrange- 
ments of the 152A1 unit cabinet assembly. 


2.02 Mount the 152A1 unit as shown on the Station Assem- 
oy Plans provided in Bell System Practices, for the 
let; 


various teletypewriter tables: 
TABLE SA PLAN BSP 
15N SA531 30.655, P90.024 
19A SA627 P30.656, P90.025 
XRT200 and XRT201 SA7.12 P30,658 
XRT205 and XRT206 SA805 P30.659 


2.03 Wire the unit to the subscriber set according to miele 
instructions given in BSP Sections P30.562 and P31.232. 
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